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` Standard Mini-YGDAI 
MY16 card 

` High‐performance hard‐ 

ware implementation 

` Supports 48 / 96 kHz, 
24‐bit audio 

` Dual Gigabit Ethernet 
interfaces 

` Glitch-free Dante audio 
redundancy support 

` High‐quality on‐board 
word clock 

` External word clock sync 

` Expand audio channels 
using multiple cards 

` Interconnect with other 
Dante-enabled audio 
equipment 

` Connect directly to PC 
with Dante Virtual 
Soundcard 
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Specifications  
Sample Rates 48kHz and 96kHz 

Audio channels 16 bidirectional @ 48kHz OR 8 bidirectional @ 96kHz 

Sample bit-depth 24 bit PCM 

Network 2 x Gigabit (1000Mbps; 1Gbps) Ethernet RJ45 connectors 

Redundancy Glitch-free Dante audio redundancy using dual Ethernet networks 

HA Remote Supported on HA Remote capable Yamaha products 

Expandable Install up to four Dante-MY16-AUD cards in available Mini-YGDAI-
compatible slots for up to 64 bidirectional audio channels 

Compatible Yamaha 
equipment 

Compatible with a range of digital mixing consoles, processors and 
power amps equipped with Mini-YGDAI-interface compatible card 
slots 

Digital Mixers PM5D, DSP5D, M7CL, LS9, DM2000, DM1000, 02R96, 01V96 

Processors DME24N, DME64N 

Power Amps Txn Series 

Clock High quality on-board VCXO clock can provide master clock OR slave 
off audio equipment; automatic synchronization with Dante 
network 

Visit www.yamahaproaudio.com for more information on Mini-YGDAI compatibility 

The Dante-MY16-AUD is exclusively distributed by Yamaha. 
Audinate, Dante and their logotypes are trademarks of Audinate Pty Ltd. 

All other trademarks remain the property of their respective owners. 
© 2009 Audinate Pty Ltd. All rights reserved. 
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No Audio Interface Required! 

PC or Mac running Dante Controller, 
Dante Virtual Soundcard and Steinberg 
Nuendo or other audio application Gigabit switch and Cat5 

Ethernet cables 

Yamaha equipment with 
up to 4 Dante-MY16-AUD 

card(s) installed 

Record up to 64 channels of audio direct from your 
Yamaha mixer to your PC or Mac running Steinberg 
Nuendo or other audio recording software. 

Application Example:  Recording Solution  

Features 



 


