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SPEAKER PROCESSOR

System Examples

Specifications Dimensions

Terminals Actual Load For Use With level Connector 
Impedance Nominal Nominal Max. before clip

INPUT A,B 10kΩ 600Ω Lines +4dBu (1.23 V) +24dBu(12.28V) XLR-3-31 type (Balanced)
OUTPUT 1-6 75Ω 600Ω Lines +4dBu (1.23 V) +24dBu(12.28V) XLR-3-32 type (Balanced)

This is an example of a simple connection setting in which the signal is distributed to three speakers. The 
configuration [3x2-way] installed in the SP2060 is used, and power amps are provided for each speaker. 
The highs and lows are driven by the two channels of each amp.  

This example of speaker processing applies to concert halls and other large-scale sound systems. The wide-ranging outputs from the 
PM5D-RH digital mixer are routed with the DME64N digital mixing engine. The auxiliary outputs such as under-balcony, lobby and 
dressing room are connected directly to a power amp and speaker. For the main speaker array used as FOH, two SP2060 units are 
used for the left and right channels. The signal is divided into high, mid, low, and subwoofer ranges, and is driven by power amps 
prepared for each range. 
The SP2060 is optimized for Yamaha Installation Series Speakers, promising even more precise speaker processing. And of course it 
can be used with all types of speakers.

Using the configuration [2x2Way + 2Aux] built into the SP2060 and driving separate power amps for 
each of the high and low ranges for the main speakers provide pure high-definition sound. Also, two 
auxiliary lines are supplied to distribute the sound to two separate locations such as a lobby and a 
dressing room, and can connect the XH200 installation-use power amp to high-impedance speakers. 
This way, speaker processing for both main and installation use can be performed with one SP2060.
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