


Concert Club V Series

GENERAL SPECIFICATIONS

Type

Frequency range (-10dB)
Nominal coverage

Nominal impedance

Power rating

sensitivity (1W,1m)
Component

Connectors

Dimensions (W x H x D)
Weight

SM12V/CM12V SM15V/CM15VSM10V/CM10V

70Hz-20kHz
40Hx60V

125W
250W
500W

96dB SPL
10" cone

Horn + 1" voice coil driver

560 x 353 x 277 (22.0" x 13.9" x 10.9")
SM10V: 13.4kg (29.5lbs)/CM10V: 13.3kg (29.3lbs)

2-way bass-reflex
60Hz-16kHz

8
175W
350W
700W

97dB SPL
12" cone

1/4" phone jack x 2, SPEAKON Neutrik NL4MP x 2  
632 x 414 x 351 (24.9" x 16.3" x 13.8")

SM12V: 21.4kg (47.2lbs)/CM12V: 21.8kg (48.1lbs)

40Hx90V

Horn + 2" voice coil driver

55Hz-16kHz

250W
500W

1000W
99dB SPL
15" cone

719 x 483 x 343 (28.3" x 19.0" x 13.5")
SM15V: 28.0kg (61.7lbs)/CM15V: 28.8kg (63.5lbs)
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DIMENSIONS
unit : mm


